Wind tunnel research at NASA Langley Research Center's 31-inch Mach 10 hypersonic facility utilized a 5-component force balance, which provided a pressurized flow-thru capability to the test article. The goal of the research was to determine the interaction effects between the free-stream flow and the exit flow from the reaction control system on the Mars Science Laboratory aeroshell during planetary entry. In the wind tunnel, the balance was exposed to aerodynamic forces and moments, steady-state and transient thermal gradients, and various internal balance cavity pressures. Historically, these effects on force measurement accuracy have not been fully characterized due to limitations in the calibration apparatus. A statistically designed experiment was developed to adequately characterize the behavior of the balance over the expected wind tunnel operating ranges (forces/moments, temperatures, and pressures). The experimental design was based on a Taylor-series expansion in the seven factors for the mathematical models. Model inversion was required to calculate the aerodynamic forces and moments as a function of the strain-gage readings. Details regarding transducer on-board compensation techniques, experimental design development, mathematical modeling, and wind tunnel data reduction are included in this paper.
I. Introduction
recent wind tunnel test conducted at the NASA Langley Research Center (LaRC) 31-Inch Mach 10 facility used the SS-12 force balance to measure the aerodynamic loads on the test model. The test was performed on a scale model of the Mars Science Laboratory (MSL) aeroshell to determine the interaction between the on-board reaction control system (RCS) exit flow and the free-stream flow. During entry into the Mars atmosphere, MSL will utilize the RCS to control both the rate damping and guidance maneuvers. 1, 2 When the RCS jets are fired, the exit flow is released into a complex wake of the vehicle. The interaction between the two flows can potentially have adverse effects on the aerodynamics of the aeroshell. Therefore, it is critical that these effects are fully understood and characterized. The series of wind tunnel tests performed at the 31-Inch Mach 10 facility employed a test matrix that was designed to explore the interaction between the RCS exit flow and the wake of the vehicle over the hypersonic regime of flight.
The SS-12 is a flow-thru type force balance, which allows a pressurized gas to be routed down the center of the balance and out through the model to the RCS nozzles. The experimental setup for the wind tunnel test is shown in Figure 1 . An initial series of tests at the Mach-10 facility were previously conducted to obtain force/moment data for a similar model configuration with similar RCS nozzle geometries. The SS-12 balance was used during the initial series of tests when several issues were discovered.
The first issue regarded an electrical zero offset reading that was discovered on both the side force (SF) and yawing moment (YM) balance outputs, which occurred during testing. These electrical zero shifts were uncovered after repeated model injections (using the model injection mechanism, which rapidly injects the model into the oncoming free-stream flow), signifying that one (or both) of the following situations occurred during testing: 1) the strain gages located on the balance might have delaminated due to dynamic over-loading or 2) the balance measurements beams were slightly bent due the dynamic over-loading during the model injection process. Figures 3 & 4 show the balance 'zero' outputs, and a shift in the SF and YM outputs is observed to the right of the dashed line in each figure.
The second anomaly that was observed during initial testing was the temperature drift behavior of the balance over the course of each 120-second tunnel run. It was discovered that all of the force and moment measurement data from the SS-12 balance drifted as the temperature of the balance increased from the nominal temperature (~70degrees Fahrenheit). Several different test scenarios were run to evaluate the magnitude of these effects. During the first scenario, the model and the balance were soaked at Mach 10, a dynamic pressure of 2.198 psia, and an angle of attack of -20 degrees while the RCS jets were injected with 120 psia nitrogen gas. Over the course of the 120-second blow-down cycle of the tunnel, both the forward and aft thermocouples located within the balance drifted from a temperature of 70 degrees Fahrenheit to roughly 85 degrees Fahrenheit. The results from this test are shown in Figure 5 (red curve -pitching moment coefficient history, green curve -applied pressure to RCS jets, orange curve -forward balance thermocouple temperature, brown curve -aft balance thermocouple temperature). As seen from this figure, the pitching moment coefficient, which is a measure of the longitudinal stability of the vehicle, output drifted from 0.0365 to 0.0338 (27 counts) as the temperature of the balance increased. Similar behaviors were observed in many of the other balance outputs during the constant pressure soaking runs.
The second scenario evaluated the drift behavior of the balance while the model was subjected to specified RCS jet firing sequences over the duration of the 120-second blow down cycle of the tunnel. During the 120 seconds of testing, approximately four pressure cycles were completed, where the specified RCS were turned on and off four times (off = 0 psia, on = 120 psia). While these cycles were executed, both the forward and aft thermocouple outputs, as well as the resulting forces and moments responses on the balance outputs, were measured. Figure 6 shows that both the forward and aft balance temperatures increased from 70 degrees Fahrenheit to approximately 112 degrees Fahrenheit over the duration of the test run. Additionally, as the pressure to the RCS jets was cycled on and off, the temperature of the balance increased, which caused a negative drift in the measurement outputs.
It is evident from Figures 3-6 that the balance exhibited some non-ideal behaviors, which resulted in poor data quality from these series of tests. The temperature drift issues were significant enough that the researchers were not confident in the data, as the drift issues induced resulting moment measurements that were often on the same order of magnitude as the torques created by the RCS jets. Test engineers and researchers were forced to re-evaluate the test setup, along with the overall design and calibration techniques used for the characterization of the balance. The following sections provide detail on the design configuration of the balance used during the first tunnel entry, along with changes to both the instrumentation design of the balance and details on the design of a new method for characterizing the balance for this specific wind-tunnel test.
II. Force Balance Calibration & Design

A. Balance Basics
The fundamental instrument that is used to directly measure the aerodynamic loads on a wind tunnel model is known as a force balance. The force balance is a transducer that is capable of providing high-precision measurements of forces and moments in six degrees of freedom. The underlying purpose of wind tunnel testing is to understand the performance characteristics of an aircraft or spacecraft (with different model configurations) in an environment that closely simulates 'true' flight conditions. In order to adequately determine these model performance characteristics, it is crucial that a measurement device be used during the wind tunnel test that is capable of accurately and precisely measuring the aerodynamic loads imparted on the test model.
The most critical portion of the balance design process is the characterization of the balance. The purpose is to develop a mathematical model that characterizes the performance of the balance. In return, this mathematical model can be used to estimate the aerodynamic loads imparted on the model during the wind tunnel test. As a general procedure, when characterizing a force balance, a set of pre-determined independent variables (applied calibration loads) are applied to the balance, and the resulting dependent variables (electrical output response of each measurement bridge) are recorded. The range of the calibration loads applied to the balance during the calibration process defines the design space. Historically, the load schedule used to characterize a balance (which defines the load combinations and the order that they are to be performed) has been a standardized process that is the same for most balance types. NASA LaRC's traditional method for calibrating any balance is based on a second-order Taylor series approximation (6 linear main-effect terms, 15 two-factor interactions and 6 pure quadratic terms) to represent the functional relationship between the applied calibration loads and the bridge response voltages. 3 The standard balance coordinate system shown in Figure 7 is used to define the applied loads and moments.
The second-order Taylor series approximation in six factors used to develop the mathematical model is
k is the number of independent variables , x i is the ith independent variable, and the β's represent the calibration coefficients determined from ordinary least squares regression. The calibration coefficients are then delivered to the researchers at the wind tunnel.
When characterizing any balance, it is critical to perform a sufficient number of independent calibration loads such that the interactions present within the balance can be fully determined. As stated previously, the processes in place at NASA LaRC for calibrating balances allow for computing both the linear and the higher-order interaction terms for the calibration model. The linear interactions that are present within a balance are the result of several factors including: machining errors, errors in both location and alignment of strain-gages, and variations in the gage factor for the strain-gages, etc. 4 The second-order interaction terms are typically associated with the magnitude of the deflections present during loading of the balance. 4 Typical balance calibrations at NASA LaRC have all been conducted with only applied loads as being the calibration factors, but it is possible to include other factors, such as pressure and temperature, within the calibration design if it is suspected that they have effects on the responses.
Figure 7: Balance Coordinate System
It is possible to reduce the overall impact of the interaction terms, by performing the following steps:
1. Thermally compensating all wheat-stone bridges (apparent strain correction) 2. Gage matching all strain gages within a bridge, to match the thermal characteristics of each gage 3. Precisely machine the balance, ensuring all features and tolerances match theoretical 'perfect' design 4. Optimize balance such that deflections are minimized, while sensitivity remains at an acceptable level (difficult to do since balance deflections directly relate to measurement sensitivity, for strain gage balances)
B. Balance Calibration Techniques
There are primarily three different types of calibration systems used today: automated calibration machines 5 , manual calibration stands and the single-vector-system (SVS) 6 . Each system employs a different load schedule based upon the capabilities of the respective hardware. Using pneumatically applied loads, automated machines have the ability of collecting vast amounts of data in very little time. Accordingly, the experimental designs (load schedules) for this system are typically quite large (on the order of 1000 calibration loads). Manual test stand systems are similar to automated machines except that gravity based loads (dead-weights) are used instead of pneumatically applied loads. Manual stand systems apply on the same order of runs as an automated machine but requires much more time.
Both the automated and manual stand systems were designed around the one-factor-at-a-time (OFAT) calibration design methodology. Weaknesses of this approach have led engineers to develop experimental designs sweeping two factors simultaneously, necessary to calculate interaction coefficients of the mathematical model. 7 Without using a rigorously statistical approach, the experimental designs created for the manual and automated systems contain a vast number of runs that exhaust all combinations of two-component loads. The costs associated with executing these designs are further increased when including other factors, such as pressure and temperature, in the calibration. Fully crossing pressure and temperature with these experimental designs can more than quadruple the required number of runs, which could take months to complete using a manual test stand system.
The current SVS load schedule is a variation of a central composite design (CCD) prominent in response surface methodology (RSM). 8, 9 For these designs, the load schedule can be separated into two portions: factorial and axial. The factorial portion of the load schedule consists of 37 runs where all six components are loaded simultaneously. The axial portion consists of 27 runs that loads one or two components at a time. A 28-term second-order model is fit using these 64 runs. A feasible pressure and temperature calibration could be conceived by crossing the 64 run design at different levels of pressure and temperature; however, this research took further steps to make the design even more efficient. The relatively low number of runs utilized by the SVS makes it a suitable means for calibrating at temperature and pressure.
C. SS-12 Balance Design
The SS-12 balance is a monolithic 5-component water-cooled flow-thru force balance that measures NF, PM, RM, YM, and SF. The balance was originally designed to be a direct read balance (resolves NF, PM, SF, YM, RM, directly), which is typically referred to as a 2F/3M balance. The original balance was instrumented to be parallel wired with a common voltage excitation input for all 5-components.. Table 1 shows the full-scale design loads for the balance. By using a flow-thru balance, high-pressure nitrogen (or other gases) can be supplied to the model to simulate RCS jet firing. Instead of using a pressure bellows configuration to route the high-pressure nitrogen to the model, the nitrogen is pumped through an internal cavity in the sting and in the balance. Then the gas is routed through the th AIAA Aerospace Sciences Meeting 6 internal passageways in the model out to the RCS nozzles. This particular balance was designed for testing at hypersonic facilities, which typically involves high temperatures being induced on the balance due to the heat transfer rate from the speed of the free-stream flow onto the exterior surface of the model. The balance was designed with an active cooling shield, which provides cooling to the measurement beams of the balance by continuously circulating cold water around the external surface of the balance, to help alleviate these issues.
Previous testing with this model and balance configuration revealed large temperature gradients that were present along the length of the balance. Since this model is being tested in the 31-Inch Mach-10 facility, the speed of the free-stream air is so high that when the air flow passed over the MSL model, it was interacting with the aft sting, and the resultant heat transfer into the sting occurred at such a rapid rate that the nitrogen flowing through it was heated. While the aft (non-metric) end of the balance is being heated rapidly due the heated nitrogen flowing through it, the forward (metric) end of the balance is being cooled by the cold water being circulated through the cooling tube jacket. The two extreme temperatures at the opposite ends of the balance resulted in large temperature gradients over the length of the balance during the 120-second runs. The presence of these large temperature gradients within the measurement sections of the balance caused the strain gages to see large thermally induced apparent strains, which were misinterpreted as aerodynamic loads being imparted onto the balance. Therefore, the resulting aerodynamic load measurements being recorded by the balance during the test were affected so much that the data was not accurate.
These large temperature gradients resulted in repeatability issues with the measurement performance of the balance. After the original wind tunnel test, it was decided to re-instrument the balance with new strain gages, and the bridge configuration was changed from the standard direct-read configuration to the standard force balance configuration (resolves NF1, NF2, SF1, SF2, RM). With this new bridge configuration the individual strain gages that make up a Wheatstone bridge are located at a single axial location, which reduces the sensitivity of the output responses due to thermal effects. As with any instrument, changing the configuration of the gage locations requires that the balance be re-characterized. 
D. Balance Calibration Experimental Design
For calibration applications, the limitations of the calibration apparatus cannot be ignored when developing an experimental design. The most important phase of an experiment is the pre-experimental planning, where the goals, response variables, and input factors of the experiment are established. Based on the objectives and possible outcomes of an experiment, a successful approach can be formulated. Most force balance characterization applications at NASA LaRC utilize response surface techniques, in which the system is reasonably well-understood and delivering a mathematical model is required. However, in instances where no previous system knowledge is available, a preliminary, factor-screening experiment can be conducted to eliminate unimportant factors before the comprehensive characterization experiment. This approach is known as sequential experimentation and is a strategic and rigorous approach often used in experimental design. 8, 9 N1/S1 StrainGage Station N2/S2 Strain-Gage Station Thermocouple #2
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The response variables are the parameters that are measured during an experiment. In force balance calibration, the response variables are the strain-gage outputs (response variables for the described calibration are shown in Table 3 ). The input factors can be divided into four types: controlled design factors, held-constant factors, uncontrolled factors, and nuisance factors. Controlled design factors are varied during the experiment over specified ranges to study their effects on the response variables (controlled design factors for this calibration are shown in Table 2 ). Held-constant and uncontrolled factors are not studied during an experiment because the effects on the responses due to these factors are small and assumed to be negligible. Nuisance factors can be controlled or uncontrolled but their effect on the responses may not be small. While these factors may not be of interest, it should be recognized that they are present, and precautions should be taken to limit their effect. Blocking is a useful technique in limiting the effect of nuisance factors. For force balance calibrations using the SVS, physics-based and hardware constraints dictate the possible combinations of the design factors, which are typically the six applied loads.
When designing an experiment, three concepts are emphasized: randomization, replication, and blocking. Randomization defends against systematic errors in an experiment. Because the runs are executed randomly, any effects due to hysteresis, or other systematic behaviors, are minimized. Replication provides information about the pure experimental error of the response variables. For a given set of factor combinations that is replicated n times, then there are n -1 degrees of freedom available to estimate the repeatability, which is an important statistic in any calibration. Finally, as mentioned earlier, blocking is a preventative technique that is used to minimize the effect of any lurking variables in the experiment. Blocks are organized such that orthogonality of the factors is retained in the design matrix. The current SVS calibrations incorporate a randomized block design. Characterizing the SS-12 force balance to meet the objectives of the researchers posed two new challenges. Since the SS-12 does not contain strain-gages for axial force measurements, a reduced version of the current SVS calibration design could have been used. In addition, the more formidable challenge was incorporating two new design factors. A simple but highly inefficient solution would have been to cross the reduced SVS design with every possible combination of the pressure and temperature factors. Instead, a brand new experimental design was developed which utilized many aspects of the original calibration design for a six-component force balance on the SVS with some advanced response surface techniques.
Any characterization that involves temperature is very expensive due to the time associated with making the change and waiting for the temperature to stabilize. In the NASA LaRC force measurement laboratory, it takes approximately two hours before the force balance reaches a steady-state temperature. However, changes to the other six factors of interest are significantly cheaper. Restricting the randomization in temperature provides vast benefits over a completely randomized design, including increased experimental efficiency and reduction in associated costs. Split-plot designs (SPD) were developed for instances when hard-to-change factors are present in an experiment. The ideology and concepts of an SPD are attributed to the agricultural heritage in which they were developed.
Hard-to-change factors in agricultural experiments were large plots of land and were conveniently called whole plots. The easy-to-change factors were crops within a large plot of land and became known as subplots. In this calibration, the whole plot factor, temperature, is randomized and the six subplot factors (NF, SF, RM, PM, YM and Pressure) are randomized while the temperature is held constant. Because every whole plot contains the same subplot design, the SPD is fully crossed, which has some particularly powerful statistical properties. Special consideration of the error analysis is required when using a split-plot design. [10] [11] [12] [13] The analysis of the SPD is done with Restricted Maximum Likelihood (REML). Originally developed for the analysis of mixed models, REML is applicable to the analysis of a SPD because of the fixed and random components in the design. Additionally, the restriction on randomization contributes a second variance component which REML is able to estimate. Using this method, total model uncertainty is estimated by summing the contributions of subplot and whole plot error.
Based on the calibration design matrix, the supported 51-term calibration model is given in Equation (2) . It can be seen that the strain-gage output, y, is a function of temperature, pressure and applied forces/moments. Five calibration models are developed for the five output responses, resulting in a [51 x 5] calibration matrix. The model is an augmentation of the second-order Taylor series approximation given by Equation (1). It was formulated on the assumption that temperature has a linear main effect and interaction, while pressure has a linear and quadratic effect and interaction. The assumption that temperature has primarily a liner effect on the response of each measurement component is based on the experience of expert balance engineers, and previous experiments conducted to obtain temperature corrections for the linear sensitivities obtained during the standard balance calibration. Accordingly, temperature has two levels (70°F, 120°F) in the experimental design while pressure has four (14,7, 120, 200, 400 psia). Three factor interactions that include two forces and one pressure or temperature were purposefully omitted from this model because historical results showed that linear and quadratic terms have the dominate effect. This allowed for the implementation of a smaller, more efficient design matrix necessary to support a 51-term model, as opposed to a 71-term model.
The entire experimental design required 8 days to complete the 1,028 runs (breakdown of runs during calibration shown in Table 4 ). Each day consisted of one block in the design, accompanied by confirmation points and a tare sequence performed at the beginning and end of the day. For each tare sequence, five tare models were constructed for each level of pressure and temperature, which describes the nominal response of a bridge as a function of balance orientation. The tare models were implemented such that at a given temperature and pressure, the appropriate tare model was applied in the data reduction. The calculated tare loads were then added to the applied loads, resulting in a true load that was finally used to develop the model in Equation (2). The entire design was a combination of a 62-run room temperature and pressure experiment, and a 392-run split-plot design that was performed at multiple levels of pressure and temperature. The split-plot design was executed on days 3 through 8, while the more typical 5-component design was carried out over the first two days. If temperature and pressure effects were neglected, then the 62-run design would have been sufficient to develop a second-order model. The smaller design also provided a benchmark for the accuracy of the balance. The combination of these two designs allowed for orthogonal estimation of all model terms.
E. Properties of Experimental Design
When creating the experimental design for characterizing the SS-12 force balance, three important properties were examined. These properties aid in the robustness of the design and are Variance inflation factor Leverage Standard error of prediction (prediction variance)
Variance inflation factor (VIF) is a measure of the collinearity that exists between regression coefficients within the mathematical model. [14] [15] [16] It is a generally accepted in the balance community to set the upper limit of 5-10 on the VIF 14, 16 . A VIF of 1 implies complete orthogonality among the regressor variables. The presence of multicollinearity within a linear regression directly impacts the precision in which regression coefficients can be estimated, so any values of VIF greater than 10 indicates possible flaws within the experimental design. Table 5 lists the VIF values for the experimental design for the SS-12 balance calibration. As seen from the table, it is clear that the estimated VIF values NF*YM and SF*PM coefficients are highly inflated due to multicollinearity issues within the design. The following paragraphs provide some detail on why these particular coefficient combinations exhibit high multicollinearity issues. The VIF estimates for all other coefficients are considered to be acceptable for the calibration design. The SVS calibration methodology is based on applying a single load vector to the balance, where a system of forces and moments are reduced to a single resultant force vector acting at a point. For this to occur, the system of applied forces and moments must be able to be reduced such that the resultant force and moment vectors are mutually perpendicular to each other. In doing so, an infinite number of possible load combinations can be applied to a balance during calibration, but any arbitrary combination of both forces and moments cannot be applied. This limitation on arbitrary load combinations is a physical constraint of the SVS system. The perpendicular relationship that exists between resultant force and moment vectors is expressed at the dot product between the two vectors, and by setting the cosine of the angle between the two equal to zero, the resulting relationship is established (for a 6-component balance) 6 :
The governing equation which constrains the relative direction and magnitude of each of the applied load components using a single load vector is 6 :
0 This physical constraint of the SVS signifies possible load combinations that cannot be independently applied during a balance calibration (RM/AF, PM/SF, YM/NF). Therefore, there exists no possible combination of force/moment vectors that can be applied during an SVS calibration that result in a load point where only AF/RM, PM/SF, or YM/NF are applied. Because this constraint within the SVS exists, collinearity exists between the three interaction terms within the calibration model. For the calibration of the SS-12 balance (5-component balance) the RM/AF constraint does not exist, because the balance does not have an AF component.
Leverage of an experimental design provides a measure of how influential any single observation (calibration point) within the design affects the resulting regression model, and results from the distribution of that point within the design space of the parameter (response) under investigation. 9, 14 If a particular design has all points randomly and equally distributed throughout the design space of the parameter being considered, the leverage values for all calibration points will be fairly uniform. If a particular point in the calibration design is located outside of the design space, or at an extreme point within the design space of the parameter being considered, this point will generally have a much higher leverage than other points. Figure 9 plots out the computed leverage value for each of the calibration runs within the SPD calibration, and it can be seen that the leverage values are randomly distributed and uniform over the calibration, revealing a good experimental design. Only a few of the calibration load points fall outside of the 2*average leverage threshold.
The standard error of prediction, or prediction variance, is a computed value that provides a rough estimate on the quality of the predicted responses, based entirely on the experimental design. 15 By looking at the relative distribution of the points throughout the design space, values for the prediction variance can be computed for each point. For a CCD, the computed values are especially sensitive to the location of the axial (single-loaded) points within the design space, as well as the quantity of center runs that are executed. 15 Response surface plots are an efficient method to check the prediction variance of a design. Ideally, the surface should be flat, which signifies constant prediction properties across the entire design space. As seen from the figures below for the SS-12 design, it is apparent that the plots exhibit different characteristics based on the factor combinations and the experimental design. Figure 10a shows the standard error contours for the NF/PM factor combinations and the response surface for the error predictions over the design space is fairly flat. The flatness of the response surface signifies that the error predictions are fairly uniform over the entire design space for the NF/PM factor combination. Figure 10b shows the standard error contours for the SF/RM factor combination, and reveals that as you get to the edges of the design space the error prediction increases (indicated by the end points tailing up). Figures 10c and 10d show the response surfaces for the NF/Temperature and Temp/Pressure factor combinations over the design ranges for each factor. Both response surface curves exhibit a behavior known as the 'stationary ridge', where the standard error maximum falls along a line (line maximum) in the temperature plane, and the values for the standard error decrease toward their minimum value as you extend into the NF and pressure planes. While the standard error plots shown in Figures 10c and 10d are not flat over the design space for the shown factors, the range of the standard error prediction is within an acceptable limit. It can be seen in Figures 10c and 10d that the temperature factor setting only had two discrete settings within the calibration, represented by the bands at the bottom of each 3D plot. The bands represent regions where the temperature factor setting was set during the calibration runs, therefore the standard error predictions are lower at these points, and the error prediction increases as move toward the center where no points were taken.
IV. Calibration Execution & Data Analysis
F. Calibration Setup
The hardware and experimental setup for the calibration of the SS-12 balance is shown in Figures 11 and 12 . The balance is installed inside of its balance calibration block, and the SVS template is installed onto the balance calibration block. The balance calibration block has a specially designed cap plate that mounts to its forward most end, which caps off the balance and calibration block allowing the system to be statically pressurized up to 600 psia. This assembly was then mounted to the SVS backstop, which is attached to a set of motors that allow the balance to both pitch and roll to any specified set of angles, allowing the balance to be positioned at any position in space. In order to calibrate the balance at specific pressure/temperatures, the standard SVS calibration configuration was modified to accept these new calibration features.
In order to apply constant static pressures to the internal cavity of the balance, the taper adapter that was used to mount the balance to the SVS back-stop was modified to add a thru hole with a tapped hole at its aft end to accommodate a pressure fitting. A k-bottle of compressed nitrogen (~2400psia) was connected to the taper adapter, and a digital pressure gage was placed in-line between the k-bottle and the balance. The digital pressure gage was wired into the data acquisition system, and the pressure measurement at each calibration load point was precisely measured to within 0.1 psia. During the calibration process a second technician varied the applied static pressure by adjusting the valves on the nitrogen cylinder, and monitoring the output on the digital pressure gage. It should be noted that the static pressure setting applied to the balance for all calibration points was adjusted between each data point, even for back-to-back data points that required the same pressure to be applied to the balance. This is an important concept to note, as when there are replicated data points that randomly occur back-to-back within the experimental design, in order for these points to be truly replicated the applied factor settings must be adjusted off of their nominal setting, then adjusted back to the setting for that particular replicate (i.e., for back-to-back replicates where the pressure is to remain 400 psia, the pressure is adjusted off of the nominal 400 psia by some pre-determine amount (say 385 psia), and then adjusted back to 400 psia). This is a critical feature of replicated design points within any experimental design.
To simulate test conditions where the balance is at a steady-state temperature, a heater system was developed that allows both the balance and the back-stop of the SVS to be heated to some constant elevated temperature. To raise the temperature and SVS back-stop to this elevated temperature, a series of foil heaters were applied to the balance calibration block and the back-stop directly aft of where the balance mounts to the SVS. These heaters are attached to an active control system, which actively controls the temperature being applied to the balance using a series of thermocouples that feedback the local temperatures at the heaters. During this process the thermocouples located in the forward and aft sections of the balance are monitored, and the heater control system is adjusted to ensure the average temperature between the forward and aft cage sections is maintained within an acceptable range (1-2°F) of the nominal temperature setting necessary for the calibration load schedule. Figure 12 shows the foil heater arrangement, and gives detail on the experimental setup used to apply all loads, static cavity pressure, and steady-state temperatures to the balance throughout the calibration process. The load combinations explored during the calibration are depicted in Figure 13 , revealing the combinations for all load points used during both the original design (62 runs) and the modified design (392 runs). These plots show the different load combinations that were explored, revealing how the load combinations were dispersed for each of the load measurement components throughout the design space of the balance. The loads and moments shown in each of the plots are the measured tare corrected loads, crossed with other loads/moments, pressures and temperatures. 
G. Data Analysis
Preliminary uncertainty analysis of the calibration model revealed that subplot error dominated whole-plot error (the revelation that the subplot error dominated the design signified that the calibration data could be treated as a completely randomized design for all further analysis). Consequently, the REML was not required, and traditional uncertainty methods were adopted for the remainder of the analysis. The 51 term model was reduced using a backwards selection method (model term hierarchy not applied during model reduction 17 ), using a 95% level of confidence. All calibration data were converted over to coded factor units during the analysis, and converted back to engineering units at the completion of analysis. The full-scale outputs and measurement sensitivities for each bridge are shown in Table 6 . In Figure 15 , "p" corresponds to the applied balance cavity pressure, while "P" corresponds to pitching moment. As seen in Figure 15 , the linear pressure effects are almost all zero, except for a small pressure effect in the normal force model. Due to balance being a 5-component flow-thru design (no axial force), we would expect the pressure influence to me minimal on the performance of the balance. The absence of any significant temperature linear effects could be attributed to the thermal correcting properties of the Wheatstone bridges and/or the gage matching technique 18 used at NASA Langley Research Center. Table 7 it is evident that the interaction effects are small compared to the sensitivities. The linear force interactions are the largest group, but they are still only on the order of one percent the size of the sensitivities. Pressure and temperature are the smallest group, accounting for about 0.2% of the full scale effect for each measurement component. Table 8 demonstrates that pressure and temperature account for about 5% of the interaction effects for each response model. Both experimental design points and confirmations points were used to calculate the standard deviation between the applied loads and the loads calculated from the regression models. The experimental design contained 305 runs, with 87 confirmation points interspersed throughout the design, which amounted to 392 total runs to estimate the standard deviation. Figure 16 shows residual plots of applied load versus the estimated load in units of percent of full scale effect. To independently validate the model, confirmation runs purposefully employed unique loading combinations at a pressure level that was not used to construct the model. Two factor load combinations crossed with temperature and pressure were more rigorously tested for in the confirmation load schedule, to assess the shortcomings of neglecting three factor interactions in the model (where two of the factors are forces and one is a temperature or pressure). Results showed that the absence of these three factor interactions did not have a large impact on residual error. Table 9 shows the final two sigma accuracy quotes, both with and without the pressure and temperature terms included in the model. The model that was used without pressure and temperature originally contained 20 terms, made up of 5 main effects, 10 two factor interactions and 5 quadratic terms. The 20 term model was then reduced using a backwards selection method, from which two sigma accuracies were computed. From Table 9 , it is clear that all five components have improved accuracies when pressure and temperature are included in the calibration model for each measurement component. Run Number tunnel, and the data reduction code at the facility was modified in order to incorporate this larger matrix to allow for real-time data reduction. The incorporation of this 51x5 model matrix at the facility is one of the first instances at NASA LaRC where real-time data reduction was completed on-line at the tunnel during a test in order to correct for both pressure and temperature effects. While this modification to the standard data reduction process seems minor, it proves to be a major step in including higher order mathematical models within the data reduction code that have not been implemented in the past.
V. Conclusion
It has been shown that a new unique experimental design method has been applied to the calibration of a force transducer, that allows for accurately and precisely characterizing its performance while under the influence of applied loads, steady-state temperatures and applied balance cavity pressures. Previous balance calibrations conducted at NASA Langley have only been performed to determine the behavior of the balance with respect to applied loads and moments, and all steady-state temperature effects to be expected during testing conditions have been handled by applying a thermal sensitivity correction to the linear measurement sensitivity for each measurement component of the balance. This new technique fully characterizes the behavior of the balance, including both the linear behavior and two-factor interaction terms for each of the measurement responses.
This technique can directly be applied to any calibration, and specifically to any balance that needs to be characterized for wind-tunnel tests where other factors are suspected to potentially impact the quality/accuracy of the measurement data during the experiment. This paper presents the process to develop this innovative approach to force transducer calibration; detailing the transducer on-board compensation techniques, experimental design, mathematical modeling, and wind tunnel data reduction algorithm.
